
 
 

The information contained herein is based on our current knowledge and experience. A legally binding promise of certain characteristics or 
suitability for a concrete individual case cannot be derived from this information. The information here is not intended to release processors 

and users from the responsibility of carrying out their own tests and inspections in each concrete individual case. 

 

Fiche Technique  

COLORANT BLANC INDUSTRIEL : HPEWF101                                            

Description Produit  

Le MB HPEWF101 : est un colorant blanc  

.La forme granulaire de cette MB, est très semblable à celle de la résine LLDPE en termes de 

taille. 

Ce produit a été conçu pour film soufflé, moulage par injection, soufflage et film  

Specifications  

 

 
Teneur en Cendre 

 
68-72% 

 
M WHF 

 

Specifications Rhéologiques  
 

 
Aspect  

 
Granulés Blanc   

 
M001 

Taux d’Addition  

Le taux d’Addition du MB HPEWF101 dépend de divers facteurs tells que l’épaisseur de 

l’article durée de vie, présence des charges, présence d’agents de remplissage et d’autres 

additifs  

Le taux d’addition du MB HPEWF101 varie de 0.5 à 3%. 

Contactez nous pour vos besoins de recommandation spécifique. 

 

Emballage  

MB HPEWF101  est fourni dans des sacs en plastiques (1000kg ou 1375kg). 

 Conditions de Stockage  

Il est recommandé d’éviter l’exposition du MB HPEWF101  aux  rayons du soleil et à des 
températures élevées pour des temps plus longs, car cela peut nuire à la qualité du MB  
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